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Abstract

« Adaptive directional depth map smoothing
» Smooth sharp depth transition region
» Preserve the quality at non-hole regions

 Structure based hole filling

 Build the reference structure by using spatial and temporal information to
fill the holes.

* Experimental results

e 0.08% BD-rate increasing on texture data and 0.26% BD-rate increasing on
synthesized data and 35 % decoding time increasing in average

* 0.33% BD-rate decreasing on texture data and 0.06% BD-rate decreasing
on synthesized data and 30 % decoding time increasing in average for full-
HD videos
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Block Diagram of Proposed Algorithm
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Adaptive Directional Depth Map Smoothing

Edge link tracing result
 Direction of one pixel can’t represent the

whole local regions.

| « Sobel mask to extract the edge strength
| and direction of each pixel.

| o A 3x3 local region is applied to determine
‘ edge orientation.
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Directional Gaussian Filter

» Original directional Gaussian filters
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o Simplified directional Gaussian filters
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Structure Based Hole Filling

Stationary Background?
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Structure Based Hole Filling

» Reference structure analysis
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Experimental Results

e Based on CTC
o Turn off the opinion, NOKIA _USTC B VSP_M26069

Texture Coding Total (Coded PSNR) Totalp(;)\/lrll\;[;\ = Cg;?iﬂz);ty Cce);?i?rl]z)t(éty
dBR(%) |dPSNR(dB)| dBR(%) |dPSNR(dB)| dBR(%) |dPSNR(dB) Etl”rf]ggo'/;‘)g [t)ﬁgggoi/;‘)g
sor | 025 | o001 | 023 | o001 | -008 | o000 | 10208% | 132.70%
s02 | 025 | o001 | -024 | o001 | -004 | o000 | 10350% | 134.11%
so3 | 048 | 002 | -046 | 002 | -005 | o000 | 102.64% | 124.05%
so5 | 060 | -003 | 044 | -002 | o059 | -002 | 10055% | 132.83%
so6 | 067 | -003 | 052 | -002 | 089 | -004 | 10354% | 135.64%
so8 | 018 | -001 | 012 000 | 024 | -001 | 103.04% | 151.27%
Ave. | 008 | 001 | 002 000 | 026 | -001 | 102.74% | 135.10%
Ave.
(full HD| 033 | 001 | -031 | o001 | -006 | 000 | 10277% | 130.28%
video)
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Conclusion

« By providing better visual quality of synthesized view based on
proposed algorithm, the coding gain on full-HD video is obtained.

e Experimental results

e 0.08% BD-rate increasing on texture data and 0.26% BD-rate increasing on
synthesized data and 35 % decoding time increasing in average

* 0.33% BD-rate decreasing on texture data and 0.06% BD-rate decreasing
on synthesized data and 30 % decoding time increasing in average for full-
HD videos
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THANKS!
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